SHEET o

BEAM GUARDRAIL TYFPE THRIE
BEAM (SEE STD. PLAN C-1a)

W 6 x 15 x FIELD MEASURE * 1'-0"
STEEL BLOCKOUT

JOB NO.

c-Lv-+0l

SR

& &
EXIST. RAIL
%"g x 1" BUTTON HEAD — .
BOLT & NUT WITH LOCK 2?7 CURB OR (Of (TO REMAIN) NOTES:
WASHER (TYP.) SIDEWALK I
* SEE GENERAL NOTE NO. 5 ON BRIDGE SHEET NO. 1. POST BOLT SLOT
; / %" x 21" (TYP.)
EXISTING CURB \
LINE (TYF.)\ N ey
= © v
;{1 g ‘ = /THKIE BEAM SECTION
_ A g(
EXIST. X - ~ I
SLOPE — = N . !
oy ] S
- [
( ;
I CORE DRILL HOLES FOR 9"# RESIN BONDED
[ ANCHORS W/ LOCK AND FLAT WASHERS. (4 TOTAL
[ PER STEEL BLOCKOUT) EMBEDMENT AND HOLE
[ DIAMETER PER MANUFACTURER'S RECOMMENDATION,
[ 7" MIN. 3" MIN. CLEAR TO EDGE OF RAILBASE JOINT OR BACKUF FLATE
[ EXPANSION JOINT. ADJUST BLOCKOUT SPACING
BACKUP PLATE REQUIRED AT POST
[ WITHIN SPECIFIED TOLERANCE TO MAINTAIN WHEKUE NO THRIE sgAM GUAKDgiIL
e EDGE CLEARANCE AND AVOID VERTICAL AND TOFP SPLICE OCCURS
r— N HORIZONTAL REINFORCEMENT. '
[ |
TYFPICAL SECTION %"s HOLE FOR
AT STEEL BLOCKOUT we e
STEEL GUARDRAIL POST
(7?72 ASSEMBLIES REQUIRED) EXISTING CONCRETE BARRIER THRIE BEAM GUARDRAIL
STEEL BLOCKOUT
BEAM GUARDRAIL ‘ N
TYPE THRIE BEAM T 7 [
[
[
I
%"g x 1%" BUTTON HEAD BOLT L .
THRIE BEAM
& NUT WITH LOCK WASHEK\ ,,,,,,,,,,,,,,,,,,,, ' ATTACHMENT BOLT
\ T T
E E CONC. PARAPET
™
s
|
il I W N~
9"g RESIN BONDED ANCHOR RESIN BONDED ANCHOR
W/ LOCK AND FLAT WASHERS (TYP.) BOLT (TYF.)
Bridge Design Engr. M:\STANDARDS\Traffic Barriers\Rail Retrofit\PARAPET STANDARD.MAN s
Supervisor RESON | STATE | FED. AIDPROJ. NO. | SET | TOTAL A
- BRIDGE STANDARD
D d B
s 10 WASH. AND A O
Crecked By . RAIL RETROFITS
S Washington State =
Destedsy B NOVBER STRUCTURES V/& bepartment of Transportation
ridge Proje ngr.
—— OFFICE THRIE BEAM RETROFIT CONCRETE RAILBASE -
Architect/Specialist DATE REVISION BY | APPD T

Tue May 08 08:05:09 2012




